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 TA0050022 / TA0050023 Pg. 141  BH1600-27 Pg. 142

 BH1600-41 Pg. 143

TEC2007 & BH1600 CENTRIFUGAL BLOWERS

Optional performances may be available.
Please contact DCM at (817) 428-3636 
for more information.

 BH1600-41-01 Pg. 144



TEC2007 SERIES
DUAL SCROLL
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 *ALSO AVAILABLE IN 24VDC
TA0050023 DUAL SCROLL 12VDC SINGLE METRIC GF NYLON

TA0050022 DUAL SCROLL 12VDC SINGLE STANDARD GF NYLON

PART# TYPE VOLTS SPEEDS INSERTS MATERIAL

MODEL INFORMATION*

1.4 35 202 343 9.8
1.2 30 289 491 11.5
1.0 25 428 727 13.6
0.9 22.5 502 853 14.8
0.8 20 547 929 15.7

STALL @ 1.88″ [47.8mm]

0.7 17.5 581 987 16.2
0.6 15 606 1030 16.9
0.5 12.5 626 1064 17.1
0.4 10 654 1111 17.8
0.3 7.5 665 1130 18.0
0.2 5 699 1188 18.6
0.1 2.5 718 1220 18.8
0 0.0 735 1249 19.2

STATIC 
PRESSURE 

IN H20

STATIC 
PRESSURE 

mm H20
CFM m3/h Amps

STATIC STATIC 

TYPICAL AIR PERFORMANCE @ 13.5VDC
TEC2007 SINGLE SPEED DUAL SCROLL BLOWER

STATIC PRESSURE (IN H20)
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 *ALSO AVAILABLE IN 24VDC **WHEELS - MFGF NYLON
  **ALSO AVAILABLE IN OTHER MATERIALS

BH1600-27 DUAL SCROLL 12VDC SINGLE **HOUSING - ABS

PART# TYPE VOLTS SPEED MATERIAL**

MODEL INFORMATION*

=   =

REF
ESSEX 521218A2
ESSEX 541217A4

12

WIRE LENGTH
FROM MOTOR

304.8

7.34
186.6

4.16
105.8

6.66
169.2

.28
7.1

3.10
78.7

3.19
81.1

.45
11.5

#10-24
4 PL

.99

2 PL
25.1

.97

2 PL
24.7

2.75
69.9

10.86

OUTLET CENTERS
275.8

16.99
431.5

17.75
450.9

18.78
477

5.97

OUTLET OPENING
151.5

2.25

2 PL
57.1

.95

3 PL
24.2

1.0 25 55 93 3.7
0.9 22.5 113 192 4.1
0.8 20 199 338 4.8

STALL @ 1.14″ [29mm] – 3.7 Amps

0.7 17.5 275 467 5.7
0.6 15 344 584 6.5
0.5 12.5 410 697 7.3
0.4 10 464 788 8.0
0.3 7.5 510 866 8.7
0.2 5 553 940 9.3
0.1 2.5 587 997 9.8
0 0.0 619 1052 10.4

STATIC 
PRESSURE 

IN H20

STATIC 
PRESSURE 

mm H20
CFM m3/h Amps

STATIC STATIC 

TYPICAL AIR PERFORMANCE @ 13.5VDC
BH1600 SINGLE SPEED DUAL SCROLL BLOWER

STATIC PRESSURE (IN H20)
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BH1600 SERIES
DUAL SCROLL
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BH1600 SERIES
DUAL SCROLL

=  =

REF
ESSEX 521218A2
ESSEX 541217A4

12

WIRE LENGTH
FROM MOTOR

305

.97

2X
24.7

.29

6X
7.2

3.19  OD
81.1

.45
11.5

.30
7.6

3.10
78.7

6.66
169.2

4.16
105.8

7.34
186.6

.96

3X
24.4

2.75
69.9

10.86

OUTLET CENTERS
275.8

16.99
431.5

.99

2X
25.1

17.69
449.3

18.25
463.6

5.97

OUTLET OPENING
2X

151.5

2X
55.4
2.18

 *ALSO AVAILABLE IN 24VDC **WHEELS - MFGF NYLON
  **ALSO AVAILABLE IN OTHER MATERIALS

BH1600-41 DUAL SCROLL 12VDC SINGLE **HOUSING - ABS

PART# TYPE VOLTS SPEED MATERIAL**

MODEL INFORMATION*

2.0 50 25 42 7.4
1.8 45 114 194 7.7
1.6 40 199 338 8.4
1.4 35 307 522 10.5
1.2 30 411 698 12.5
1.0 25 511 868 14.7
0.9 22.5 550 934 15.7
0.8 20 583 991 16.4

STALL @ 2.13″ [54.1mm] – 7.3 Amps

0.7 17.5 615 1045 17.1
0.6 15 638 1084 17.5
0.5 12.5 670 1138 18.2
0.4 10 699 1188 18.9
0.3 7.5 724 1230 19.5
0.2 5 750 1274 20.1
0.1 2.5 776 1318 20.7
0 0.0 797 1354 21.2

STATIC 
PRESSURE 

IN H20

STATIC 
PRESSURE 

mm H20
CFM m3/h Amps

STATIC STATIC 

TYPICAL AIR PERFORMANCE @ 13.5VDC
BH1600 SINGLE SPEED DUAL SCROLL BLOWER

STATIC PRESSURE (IN H20)

0 0.2 0.4 0.6 0.8 1.0 1.2 1.4 1.6 1.8 2.0 2.2
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BH1600 SERIES
DUAL SCROLL

 *ALSO AVAILABLE IN 24VDC **WHEELS - MFGF NYLON
  **ALSO AVAILABLE IN OTHER MATERIALS

BH1600-41-01 DUAL SCROLL 12VDC 4(HI 3rd 2nd LO) **HOUSING - ABS

PART# TYPE VOLTS SPEEDS MATERIAL**

MODEL INFORMATION*

1.8 45 77 131 7.21.8 131 7.2
1.6 40 149 253 7.71.6 40 149 253
1.4 35 258 438 9.21.4 35 258 438 9.2
1.2 30 388 659 11.81.2 30 388 659 11.8
1.0 25 500 850 14.11.0 25 500 850 14.1
0.8 20 580 985 16.0

STALL @ 1.98″ [50.3mm] – 7.0 Amps

0.8 20 580 985 16.0
0.7 17.5 610 1036 16.70.7 17.5 610 1036 16.7
0.6 15 634 1077 17.30.6 15 634 1077 17.3
0.5 12.5 666 1131 18.10.5 12.5 666 1131 18.1
0.4 10 693 1177 18.70.4 10 693 1177 18.7
0.3 7.5 717 1218 19.40.3 717 1218 19.4
0.2 5 741 1259 20.00.2 741 1259 20.0
0.1 2.5 763 1296 20.60.1 2.5 763 1296 20.6
0 0.0 788 1339 21.20 0.0 788 1339 21.2

STATIC 
PRESSURE 

IN H20

STATIC 
PRESSURE 

mm H20
CFM m3/h Amps

TYPICAL AIR PERFORMANCE @ 13.5VDC
BH1600 DUAL SCROLL BLOWER HI SPEED

1.4 35 95 161 6.01.4 35 95 161 6.0
1.2 30 176 299 6.61.2 30 176 299 6.6
1.0 25 304 516 8.41.0 25 304 516 8.4
0.8 20 406 690 10.1

STALL @ 1.62″ [41.1mm] – 5.8 Amps

0.8 20 406 690 10.1
0.7 17.5 454 771 10.90.7 17.5 771 10.9
0.6 15 489 831 11.50.6 15 489 831 11.5
0.5 12.5 525 892 12.10.5 12.5 525 892 12.1
0.4 10 557 946 12.70.4 10 946 12.7
0.3 7.5 585 994 13.20.3 585 994 13.2
0.2 5 613 1041 13.80.2 613 1041 13.8
0.1 2.5 639 1086 14.20.1 2.5 639 1086 14.2
0 0.0 665 1130 14.80 0.0 665 1130 14.8

STATIC 
PRESSURE 

IN H20

STATIC 
PRESSURE 

mm H20
CFM m3/h Amps

TYPICAL AIR PERFORMANCE @ 13.5VDC
BH1600 DUAL SCROLL BLOWER 3rd SPEED

1.0 25 95 161 4.71.0 25 95 161
0.8 20 180 306 5.2

STALL @ 1.22″ [31.0mm] – 4.5 Amps

0.8 20 180 306 5.2
0.7 17.5 240 408 5.80.7 17.5 240 408 5.8
0.6 15 287 488 6.30.6 15 287 488 6.3
0.5 12.5 335 569 6.80.5 12.5 335 569 6.8
0.4 10 379 644 7.30.4 10 379 644 7.3
0.3 7.5 418 710 7.80.3 418 710 7.8
0.2 5 452 768 8.20.2 452 768 8.2
0.1 2.5 483 821 8.50.1 2.5 483 821 8.5
0 0.0 512 870 8.80 0.0 512 870 8.8

STATIC 
PRESSURE 

IN H20

STATIC 
PRESSURE 

mm H20
CFM m3/h Amps

TYPICAL AIR PERFORMANCE @ 13.5VDC
BH1600 DUAL SCROLL BLOWER 2nd SPEED

STALL @ 0.67″ [17.0mm] – 2.8 Amps

0.6 15 46 78 2.80.6 15 46 78 2.8
0.4 10 149 253 3.10.4 10 149 253 3.1
0.2 5 258 438 3.80.2 258 438 3.8
0.1 2.5 298 506 3.90.1 2.5 298 506 3.9
0 0.0 338 574 4.30 0.0 338 574 4.3

STATIC 
PRESSURE 

IN H20

STATIC 
PRESSURE 

mm H20
CFM m3/h Amps

STALL @ 1.98″ [50.3mm] – 7.0 Amps

TYPICAL AIR PERFORMANCE @ 13.5VDC
BH1600 DUAL SCROLL BLOWER LO SPEED HI SPEED

3rd SPEED
2nd SPEED
 LO SPEED

STALL @ 1.22″ [31.0mm] – 4.5 Amps

STATIC PRESSURE (IN H20)

0 0.2 0.4 0.6 0.8 1.0 1.2 1.4 1.6 1.8 2.0 2.2 2.4 2.6
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=  =

REF
ESSEX 521218A2
ESSEX 541217A4

12

WIRE LENGTH
FROM MOTOR

305

.97

2X
24.7

.29

6X
7.2

3.19  OD
81.1

.45
11.5

.30
7.6

3.10
78.7

6.66
169.2

4.16
105.8

7.34
186.6

.96

3X
24.4

2.75
69.9

10.86

OUTLET CENTERS
275.8

16.99
431.5

.99

2X
25.1

17.69
449.3

18.25
463.6

5.97

OUTLET OPENING
2X

151.5

2X
55.4
2.18



TEC2009 & BH7800 CENTRIFUGAL BLOWERS

Optional performances may be available.
Please contact DCM at (817) 428-3636 
for more information.

 TA0116004 Pg. 146  2302-A-1 Pg. 147

 2302-B-1 Pg. 148

TEC
2009 / B

H
7800
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TB1160003 WOUND FIELD 12VDC 3(HI MED LO) GF NYLONSINGLE SCROLL

TA1160004 WOUND FIELD 12VDC 3(HI MED LO) GF NYLON

PART# TYPE MOTOR VOLTS SPEEDS MATERIAL

MODEL INFORMATION

SINGLE SCROLL

HI SPEED
MED SPEED
LO SPEED

1.8 45 131 223 8.21.8 131 223 8.2
1.6 40 148 251 8.71.6 40 148 251 8.7
1.4 35 159 270 9.01.4 35 159 270 9.0
1.2 30 173 294 9.41.2 30 173 294 9.4
1.0 25 188 319 9.81.0 25 188 319 9.8
0.9 22.5 193 328 9.90.9 22.5 193 328 9.9
0.8 20 193 328 9.9

STALL @ 3.6″ [91.4mm]

0.8 20 193 328 9.9
0.7 17.5 200 340 10.20.7 17.5 200 340 10.2
0.6 15 202 343 10.10.6 15 202 343 10.1
0.5 12.5 207 352 10.30.5 12.5 207 352 10.3
0.4 10 211 358 10.40.4 10 211 358 10.4
0.3 7.5 215 365 10.60.3 215 365 10.6
0.2 5 216 367 10.70.2 216 367 10.7
0.1 2.5 220 374 10.70.1 2.5 220 374 10.7
0 0.0 224 381 10.80 0.0 224 381 10.8

STATIC 
PRESSURE 

IN H20

STATIC 
PRESSURE 

mm H20
CFM m3/h Amps

TYPICAL AIR PERFORMANCE @ 13.5VDC
TEC2009 DUAL SCROLL BLOWER HI SPEED

1.0 25 120 204 5.91.0 25 120 204 5.9
0.9 22.5 125 212 6.00.9 22.5 125 212 6.0
0.8 20 135 229 6.1

STALL @ 2.3″ [58.4mm]

0.8 20 135 229 6.1
0.7 17.5 145 246 6.30.7 17.5 145 246 6.3
0.6 15 149 253 6.40.6 15 149 253 6.4
0.5 12.5 151 257 6.40.5 12.5 151 257 6.4
0.4 10 157 267 6.50.4 10 157 267 6.5
0.3 7.5 160 272 6.70.3 160 272 6.7
0.2 5 162 275 6.70.2 162 275 6.7
0.1 2.5 169 287 6.80.1 2.5 169 287 6.8
0 0.0 173 294 6.90 0.0 173 294 6.9

STATIC 
PRESSURE 

IN H20

STATIC 
PRESSURE 

mm H20
CFM m3/h Amps

TYPICAL AIR PERFORMANCE @ 13.5VDC
TEC2009 DUAL SCROLL BLOWER MED SPEED

STALL @ 1.9″ [48.3mm]

0.8 20 103 175 4.40.8 20 103 175
0.6 15 121 206 4.80.6 15 121 206 4.8
0.5 12.5 128 217 4.80.5 12.5 128 217 4.8
0.4 10 133 226 5.00.4 10 133 226 5.0
0.3 7.5 136 231 5.00.3 136 231 5.0
0.2 5 145 246 5.10.2 145 246 5.1
0.1 2.5 148 251 5.10.1 2.5 148 251 5.1
0 0.0 152 258 5.20 0.0 152 258 5.2

STATIC 
PRESSURE 

IN H20

STATIC 
PRESSURE 

mm H20
CFM m3/h Amps

TYPICAL AIR PERFORMANCE @ 13.5VDC
TEC2009 DUAL SCROLL BLOWER LO SPEED

STATIC PRESSURE (IN H20)

0 0.4 0.8 1.2 1.6 2.0 2.4 2.8 3.2 3.6
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 *ALSO AVAILABLE IN 24VDC **WHEELS - PC
  **ALSO AVAILABLE IN OTHER MATERIALS

2302-A-1 SINGLE SCROLL 12VDC SINGLE **HOUSING - ABS

PART# TYPE VOLTS SPEED MATERIAL**

MODEL INFORMATION*

HI SPEED
MED SPEED
LO SPEED

2.4 60 37 63 6.22.4 60 37 63 6.2
2.2 55 54 92 6.62.2 92 6.6
2.0 50 73 124 6.92.0 50 73 124 6.9
1.8 45 102 173 7.61.8 102 173 7.6
1.6 40 127 216 8.31.6 40 127 216 8.3
1.4 35 143 243 8.61.4 35 143 243 8.6
1.2 30 158 268 9.01.2 30 158 268 9.0
1.0 25 170 289 9.41.0 25 170 289 9.4
0.9 22.5 176 299 9.60.9 22.5 176 299 9.6
0.8 20 182 309 9.7

STALL @ 2.87″ [72.9mm] – 5.8 Amps

0.8 20 182 309 9.7
0.7 17.5 187 318 9.90.7 17.5 187 318 9.9
0.6 15 193 328 10.10.6 15 193 328 10.1
0.5 12.5 197 335 10.20.5 12.5 197 335 10.2
0.4 10 204 347 10.30.4 10 204 347 10.3
0.3 7.5 209 355 10.50.3 209 355 10.5
0.2 5 215 365 10.70.2 215 365 10.7
0.1 2.5 221 375 10.90.1 2.5 221 375 10.9
0 0.0 226 384 11.00 0.0 226 384 11.0

STATIC 
PRESSURE 

IN H20

STATIC 
PRESSURE 

mm H20
CFM m3/h Amps

TYPICAL AIR PERFORMANCE @ 13.5VDC
BH7800 SINGLE SCROLL BLOWER HI SPEED

1.2 30 30 51 3.91.2 30 30 51 3.9
1.0 25 50 85 4.21.0 25 50 85 4.2
0.9 22.5 70 119 4.50.9 22.5 70 119
0.8 20 83 141 4.7

STALL @ 1.51″ [38.4mm] – 3.7 Amps

0.8 20 83 141
0.7 17.5 97 165 5.00.7 17.5 97 165 5.0
0.6 15 109 185 5.20.6 15 109 185 5.2
0.5 12.5 116 197 5.40.5 12.5 116 197
0.4 10 127 216 5.30.4 10 127 216 5.3
0.3 7.5 133 226 5.50.3 133 226
0.2 5 139 236 5.60.2 139 236 5.6
0.1 2.5 147 250 5.70.1 2.5 147 250
0 0.0 153 260 5.80 0.0 153 260 5.8

STATIC 
PRESSURE 

IN H20

STATIC 
PRESSURE 

mm H20
CFM m3/h Amps

TYPICAL AIR PERFORMANCE @ 13.5VDC
BH7800 SINGLE SCROLL BLOWER MED SPEED

0.8 20 22 37 2.9

STALL @ 0.93″ [23.6mm] – 2.8 Amps

0.8 20 22 37 2.9
0.6 15 52 88 3.20.6 15 52 88 3.2
0.5 12.5 65 110 3.30.5 12.5 65 110 3.3
0.4 10 81 138 3.50.4 10 81 138 3.5
0.3 7.5 93 158 3.60.3 93 158 3.6
0.2 5 101 172 3.70.2 101 172 3.7
0.1 2.5 111 189 3.80.1 2.5 111 189 3.8
0 0.0 119 202 4.00 0.0 119 202 4.0

STATIC 
PRESSURE 

IN H20

STATIC 
PRESSURE 

mm H20
CFM m3/h Amps

TYPICAL AIR PERFORMANCE @ 13.5VDC
BH7800 SINGLESCROLL BLOWER LO SPEED

STATIC PRESSURE (IN H20)

0 0.2 0.4 0.6 0.8 1.0 1.2 1.4 1.6 1.8 2.0 2.2 2.4 2.6 2.8 3.0
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13.5±1
343±25

REF
RING TERMINAL FOR  

#10 SCREW

REF
FLECK PLUG #A-3-24.18

106
.67
17

2.40
613.50

88.9

.32
8.1

5.00
127

8.98
 MAX228.1

7.81
198.3

2.18
55.4

4.00
101.6

RED

ORANGE

BLACK

YELLOW

BH7800 SERIES
SINGLE SCROLL
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BH7800 SERIES
SINGLE SCROLL

 *ALSO AVAILABLE IN 24VDC  
2302-B-1 SINGLE SCROLL 12VBLDC SINGLE GF NYLON

PART# TYPE VOLTS SPEED MATERIAL

MODEL INFORMATION*

18.00 [457.2]

Ø 0.20 [5.0]

8.88 [225.5]

2.13

[54.5]

7.78 [197.6]

5.02 [127.5]

4.17 [105.5]

3.
98

 [1
01

.0
]

3.
48

 [8
8.

8]

2.
40

 [6
1.

0]

4.25 [113.5]

0.12 [2.9]

4.
92

 [1
25

.0
]

1.8 45 20 34 2.2
1.6 40 54 92 3.0
1.4 35 71 121 3.4
1.2 30 89 151 3.8
1.0 25 106 180 4.2
0.9 22.5 112 190 4.4
0.8 20 124 211 4.7

STALL @ 2.01″ [51.1mm] – 2.1 Amps

0.7 17.5 133 226 5.0
0.6 15 142 241 5.2
0.5 12.5 153 260 5.6
0.4 10 160 272 5.8
0.3 7.5 166 282 5.9
0.2 5 170 289 6.1
0.1 2.5 174 296 6.3
0 0.0 178 302 6.4

STATIC 
PRESSURE 

IN H20

STATIC 
PRESSURE 

mm H20
CFM m3/h Amps

STATIC STATIC 

TYPICAL AIR PERFORMANCE @ 13.5VDC
BH7800 SINGLE SPEED SINGLE SCROLL BLOWER

STATIC PRESSURE (IN H20)
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BH4400, BH1700, & BH1900 
CENTRIFUGAL BLOWERS

 2396-A-1 / 2397-A-1 Pg. 150  BH1100-02 Pg. 151

 BH1900-01 Pg. 152

Optional performances may be available.
Please contact DCM at (817) 428-3636 
for more information.

B
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H
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 *ALSO AVAILABLE IN 24VDC ***ALSO AVAILABLE IN OTHER MATERIALS
  **CW MODEL SHOWN; CCW UNIT IS MIRROR BUILD

2397-A-1-1 12VDC 160W SINGLE CCW MFGF NYLON

2396-A-1-1 12VDC 160W SINGLE CW MFGF NYLON

PART# TYPE VOLTS WATTS SPEED ROTATION** MATERIAL***

MODEL INFORMATION*

SINGLE SCROLL

SINGLE SCROLL

REF
AMP CONNECTOR 180908
AMP TERMINAL 42460-2

+

-

15.3±1
389±25

7.34
186.3

8.05
204.4

3.39
86

5.00
126.9

4.30
109.3

2.98
75.7

3.59
91.33.40

VENTURI 
OPENING

86.4

6.86
174.2

2.0 50 62 105 5.6
1.8 45 116 197 6.9
1.6 40 144 245 7.9
1.4 35 153 260 8.0
1.2 30 161 274 8.5
1.0 25 176 299 8.9
0.9 22.5 185 314 9.2
0.8 20 195 331 9.5

STALL @ 2.26″ [57.4mm] – 4.7 Amps

0.7 17.5 203 345 9.7
0.6 15 209 355 10.0
0.5 12.5 217 369 10.2
0.4 10 223 379 10.5
0.3 7.5 230 391 10.7
0.2 5 238 404 10.9
0.1 2.5 246 418 11.3
0 0.0 253 430 11.6

STATIC 
PRESSURE 

IN H20

STATIC 
PRESSURE 

mm H20
CFM m3/h Amps

STATIC STATIC 

TYPICAL AIR PERFORMANCE @ 13.5VDC
BH4400 SINGLE SPEED SINGLE SCROLL BLOWER

STATIC PRESSURE (IN H20)
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AVAILABLE WITH 3 SPEED RESISTOR

BH4400 SERIES
SINGLE SCROLL
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WATER & DUST RESISTANT



AVAILABLE WITH 3 SPEED RESISTOR

 *ALSO AVAILABLE IN 24VDC  
BH1100-02 DUAL SCROLL 12VDC SINGLE MFGF NYLON

PART# TYPE VOLTS SPEED MATERIAL

MODEL INFORMATION*

0.9 22.5 19 32 1.9
0.8 20 52 88 2.1

STALL @ 0.99″ [25.1mm] – 1.8 Amps

0.7 17.5 141 240 3.3
0.6 15 156 265 3.6
0.5 12.5 169 287 3.8
0.4 10 175 297 3.9
0.3 7.5 184 313 4.0
0.2 5 196 333 4.2
0.1 2.5 212 360 4.4
0 0.0 227 386 4.6

STATIC 
PRESSURE 

IN H20

STATIC 
PRESSURE 

mm H20
CFM m3/h Amps

STATIC STATIC 

TYPICAL AIR PERFORMANCE @ 13.5VDC
BH1100 SINGLE SPEED DUAL SCROLL BLOWER

STATIC PRESSURE (IN H20)
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BH1100 SERIES
SINGLE SCROLL

=    =

4.91
124.8

21.0±.5

WIRE LENGTH
FROM MOTOR

533±13

REF
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BH1900 SERIES
SINGLE SCROLL

 *ALSO AVAILABLE IN 24VDC **WHEELS - MFGF NYLON
  **ALSO AVAILABLE IN OTHER MATERIALS

BH1900-01-12V DUAL SCROLL 12VDC SINGLE **HOUSING - ABS

PART# TYPE VOLTS SPEED MATERIAL**

MODEL INFORMATION*

1.8 45 112 190 8.2
1.6 40 194 330 9.2
1.4 35 266 452 10.5
1.2 30 415 705 13.6
1.0 25 583 991 17.3
0.9 22.5 627 1065 18.1
0.8 20 667 1133 19.0

STALL @ 2.16″ [54.9mm] – 7.4 Amps

0.7 17.5 709 1205 20.1
0.6 15 736 1250 20.8
0.5 12.5 777 1320 21.8
0.4 10 807 1371 22.4
0.3 7.5 832 1414 23.0
0.2 5 865 1470 23.8
0.1 2.5 894 1519 24.6
0 0.0 920 1563 25.2

STATIC 
PRESSURE 

IN H20

STATIC 
PRESSURE 

mm H20
CFM m3/h Amps

STATIC STATIC 

TYPICAL AIR PERFORMANCE @ 13.5VDC
BH1900 SINGLE SPEED DUAL SCROLL BLOWER

STATIC PRESSURE (IN H20)
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148

.30
7.6

12

WIRE LENGTH
FROM MOTOR

305

REF
ESSEX 541217A4 FEMALE

ESSEX 521218A2 MALE

7.33
186.2

4.16
105.7

3.10
78.7

6.64
168.7
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TEC2010 SERIES
SINGLE SCROLL

DC MOTORS
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3” DIAMETER MOTOR SELECTION CRITERIA

MOUNTING:
“3 in. Diameter Can style” motors are available 
with various stud extensions on a 2.312 bolt circle. 
Extensions may be on one or both sides of the 
motor. Consult DCM for availability of a specific 
length.

CUSTOMER SUPPLIED DATA:
Voltage: (6 thru 48 Volt normally available)

Motor Load: Speed, Torque, and Current.  
(An existing motor can be tested by DCM & matched)

Shaft Diameter: Length (Single or Double Extension)

Material: (Carbon Steel Standard - Stainless Steel)

PERFORMANCE & LIFE:
Many factors influence the life of the motor. Both 
electrical and mechanical factors are involved. 
In general, if a motor runs cooler, it has a longer 
life. Factors such as bearing style (i.e. ball, sleeve, 
etc.), motor length, air flow thru vents or Over 
non-vented motors, and size of the brush 
components, all help determine the motor life in 
a given application.

DCM Series Wound DC Motors have the armature 
and field windings connected in a series circuit. 
These type motors normally drive loads that require 
precise speed regulation. Starting torque developed 
in series motors normally ranges between 300% and 
375% of full load, but can be as high as 800% of full 
load torque. These motors can easily be configured 
in 2 & 3 speed, as well as reversible models.

DCM Permanent Magnet DC Motors produce high 
running torque, and provide a relatively simple, 
high efficiency DC drive as compared to wound field 
motors. High efficiency and a linear speed torque 
curve are primary advantages of a DCM Permanent 
Magnet DC motor. These motors are easily reversed 
by changing polarity.

MOTOR SELECTION
CRITERIA
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ELECTRICAL SPECIFICATIONS
INSULATION: CLASS B (130° C)

VOLTAGE RATING: 6-48 VOLTS DC NOMINAL

EFFICIENCY: UP TO 75%

ROTATION: CW, CCW, OR REVERSIBLE

BRUSH LIFE: UP TO 2,000 HOURS DEPENDING  
ON MODEL AND APPLICATION

UP TO 5,000 HOURS WITH SPECIAL  
BRUSHES & COMPONENTS

MECHANICAL SPECIFICATIONS
SHAFT: 1137-1144 CRS (STANDARD) 

300/400 SERIES SS OR  
CUSTOM AS REQ’D

BEARINGS: PM IRON (STANDARD) 
PM BRONZE OR  
BALL BEARINGS OPTIONAL

LUBRICATION: SYNTHETIC, LIFETIME LUBRICATED

LEADS: 16GA AWG TYPE GPT (80° C) (STANDARD) 
OTHER GAUGES OR  
HIGHER RATINGS AS REQ’D

	 WIRE	TERMINATIONS:	 1/4˝	STRIP	(STANDARD) 
OTHER TERMINALS  
(I.E. #10 RING, BULLET) AS REQ’D

SERIES
WOUND
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ELECTRICAL SPECIFICATIONS
INSULATION: CLASS B (130° C)

VOLTAGE RATING: 6-48 VOLTS DC NOMINAL

EFFICIENCY: UP TO 80%

ROTATION: CW, CCW, OR REVERSIBLE

BRUSH LIFE: UP TO 2,000 HOURS DEPENDING  
ON MODEL AND APPLICATION

MECHANICAL SPECIFICATIONS
ENCLOSURE: CARBON STEEL (VENTED  

OR NON-VENTED)

SHAFT: 1137-1144 CRS (STANDARD) 
300/400 SERIES SS OR  
CUSTOM AS REQ’D

BEARINGS: PM IRON (STANDARD) 
PM BRONZE OR  
BALL BEARINGS OPTIONAL

LUBRICATION: SYNTHETIC, LIFETIME LUBRICATED

LEADS: 14GA AWG TYPE GPT (80° C) (STANDARD) 
OTHER GAUGES OR  
HIGHER RATINGS AS REQ’D

	 WIRE	TERMINATIONS:	 1/4˝	STRIP	(STANDARD) 
OTHER TERMINALS  
(I.E. #10 RING, BULLET) AS REQ’D
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INFORMATION
and RFQ

MORE INFORMATION &  RFQ
MAIL TO:
DCM MANUFACTURING, INC.
4540 WEST 160th STREET
CLEVELAND,  OH  44135
PHONE: (216) 265-8006
FAX: (216) 265-8340
E-MAIL: sales@dreison.com

CUSTOM FLANGE MOUNT MOTOR

Contact Information:
Company Name:  ___________________________________________________________
Customer Name:  ___________________________________________________________
Title:  _____________________________________________________________________

Company Address:
Street:  ___________________________________________________________________
City:  __________________________  State:  _______  Postal/Zip:  __________________
Country Code:  _____________________________________________________________
Country:  ________________Phone:(      ) _______________ Fax:(      ) _______________
E-mail Address:  ___________________________________________________________

Motor Type: Series Wound DC Motor or Permanent Magnet DC Motor

Mechanical Confi guration:
Face to Face Length (“A” Dimension):  __________________________________________________________________________________________
Shaft Diameter (“F”):  1/4˝  or  5/16˝  or  3/8˝
Shaft Material:  1137-1144 CRS (Standard)  or  Other:  _____________________________________________________________________________
Shaft Extension (Single - “B1” Dimension):  ______________________________  (Double - “B2” Dimension):  ______________________________
Shaft Flat Length (Single - “C1” Dimension):  _____________________________  (Double - “C2” Dimension):  ______________________________
Shaft Flat Height (Single - “D1” Dimension):  ______________________________  (Double - “D2” Dimension):  ______________________________
#10-32 Stud Extension (“E1” Dimension):  ________________________________________  (“E2” Dimension):  ______________________________
Lead Exit Style (“C”):  Black Grommet  or Brass Eyelet  or  Molded Lead Grommet  or  Other:  ___________________________________________
Ventilation:  Non-Vented  or Axially Vented  or  Custom:  ___________________________________________________________________________

Performance Parameters:
Input Voltage:  _____________________________________________________________
Input Current:  _____________________________________________________________
Input Power:  ______________________________________________________________
Loaded Speed(s) (rpm):   High:  ____________Med:  ___________  Low:  __________
Max Current(s) (amps):   High:  ____________Med:  ___________  Low:  __________
Loaded Torque (oz-in):   High:  ____________Med:  ___________  Low:  __________
Loaded Torque (oz-in):   High:  ____________Med:  ___________  Low:  __________

Part Application Information:
Estimated Annual Usage:  ___________________________________________________
Shipment Lot Sizes:  ________________________________________________________
Target Price:  ______________________________________________________________
Application:  _______________________________________________________________
End Product:  ______________________________________________________________

Special Instructions or Sketch:

LONG LIFE BRUSH OPTION
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PERMANENT
MAGNET

TB5000026 24VDC PERMANENT MAGNET SINGLE

TA5000038 12VDC PERMANENT MAGNET SINGLE

PART# VOLTS TYPE SHAFT

MODEL INFORMATION

FEATURES
 • BALL BEARINGS FRONT AND REAR

 • MULTI-PURPOSE END CAP DESIGN FOR MOUNTING

 • LONG LIFE

 • VARIOUS SHAFT CONFIGURATIONS AVAILABLE

SPECIFICATIONS
 • NOMINAL VOLTAGE: 26 VDC

 • NOMINAL SPEED: 2600 RMP

 • NOMINAL CURRENT: 3.5 A

 • ROTATION: REVERSIBLE

 • OPERATION: CONTINUOUS

 • AMBIENT TEMP: -40° C +80° C

APPLICATIONS
 • BLOWERS

 • AXIAL SHIFT MOTORS

 • REEL DRIVERS

 • PUMPS

 • BLOWERS FOR AUTOMIBILE AIR CONDITIONERS
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D-001-955BBS 12VDC PERMANENT MAGNET DOUBLE

PART# VOLTS TYPE SHAFT

MODEL INFORMATION

TORQUE (OZ - IN)
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